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SPECIFICATIONS – motor pumps: e600 series
High Performance Pumps
The Waterous E600 Series Motor Pump brings together the performance of a Waterous fire pump and the power of a Folan engine, known throughout Europe for its high performance motor sports racing engines. With the Folan gasoline engine and Waterous fire pump, the E604 high pressure model is capable of 1000 L/min @ 15 bar from 3 meters and 400 L/min @ 20 bar (E603 models) or 1500 L/min @ 12 bar from 3 meters and 750 L/min @ 15 bar (E604 models). The E600 also comes with an industry exclusive five-year warranty and is CE marked. 
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Intake: 4 inch BSP with intake screen

Discharge:  (2) non-return valves with 2-1/2 inch BSP

Volute Body and Head: Hard Anodized aluminum

Impeller: Hard anodized aluminum, fully-enclosed, double-hubbed to balance hydraulic thrust, mechanically balanced to eliminate vibration.
Wear Rings: Engineered composite material

Pump Shaft: High-strength stainless steel

Shaft Seal: Spring-loaded mechanical type
Priming System: Waterous automatic piston primers
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Engine:

Folan, Model V 290, 2-cylinder, 1116 cc (68.1 cubic inch), 4-stroke gasoline, 4-valve, 90° V, double overhead cam, liquid-cooled,  delivering a maximum output of 48 kW (64 hp) @ 5500 rpm, 87 N•m (64 lb-ft) of torque @ 4500 rpm.

Starter: 12-volt electric, dry cell battery

Ignition System: Full electronic engine management

Fuel System: Fuel injected, unleaded fuel; min. 90 ROZ, max. 98 ROZ

Fuel Tank: Cross-linked polyethylene, 30 liters (8 U.S. gallons), large 89 mm (3.5 inch) fill cap for reduced spillage during refueling.

Throttle: Electronic, holds engine rpm constant with changing loads.

Exhaust: Insulated disk-style silencer can be mounted with outlet to either side or towards the pump.

Noise Emission: 99 dB(A) maximum sound pressure level at 1 meter distance.

Clutch: Automatic centrifugal type


· Operator's Panel:

· Sealed panel consists of the following: 

· LED Readout Displays:

· Intake pressure

· Discharge pressure

· Pressure units (select bar, MPa, kPa or psi)

· Tachometer (rpm)

· Hour meter

· Warning Lights

· Low engine oil pressure

· High engine coolant temperature

· Low battery voltage

· Low engine oil level

· Low fuel level

· Engine error code indicator

Optional Panel Accessories:

· Cable Extension kits for remote mounting of operator's panel. 1, 3, 6, 9, 12 and 15 meter lengths available
Frame:

· Powder-coated

· (4) carry handles with large hand grips

· Fiberglass shroud

· Optional Mast light

· Charging plug per ISO 4165, ISO 14690 or SAE J563
Weight:

· 138 kg (303 lbs) dry weight

When you purchase Waterous equipment, not only do you get quality products, you get quality service. Our expert service technicians are the best in the business and they are always happy to answer any service questions you might have.

Sales/Applications Assistance
Service Assistance
Phone: 651-450-5234 (Press 3) 
Phone: 651-450-5200
pumps@waterousco.com 
Fax: 800-488-1228


service@waterousco.com
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