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WATEROUS

WATEROUS PB18 SERIES PORTABLE PUMPS

Single stage centrifugal portable pump powered by a Briggs & Stratton 18 HP Vanguard engine with an integral 6.95 quart
(6.58 liter) fuel tank.

Refer to sales spec sheets for performance data.
Available Pump Models:

. . Discharge Discharge See
Series Pump Model Capacit Intake ;
P pacity Pressure Type Connection Facing Drawing
) 1-1/2 NH (M)
PB18-2515B 190 GPM 145 psi 2-1/2 NPT (F) Ball Valve )
1-1/2 NPT (F) Right
PB18-2515F 190 GPM 145 psi 2-1/2 NPT (F) Adapter 1-1/2 NPT (F)
: . Elbow with 3in. NPT (F)
PB18 PB18-3030C 350 GPM 118 psi 3in. NPT (F) Check Valve 3. BSPT (F)
Direct Drive -
. : Elbow without 3in. NPT (F)
PB18-3030E 350 GPM 118 psi 3in. NPT (F) Check Valve 3in. BSPT (F) Front DPL83997
4 in. British
PB18-4025B 350 GPM 118 psi Round Ball Valve 2-1/2 BIC
Thread (M)
PB18-G2010B 100 GPM 400 psi 2 NPT (F) Ball Valve 1 NPT (F)
PB18-G _ 2 NPT (F) Adapter 1-1/2 NPT (F) Right
Gear Drive | PB18-G2015F 100 GPM 400 psi
2-1/2 BSPP (F) Adapter 1-1/2 BSPP (F)
Specify a Complete Pump as Follows:
1. Pump Model
Direct Drive Gear Drive
PB18-2515B PB18-G2015B
PB18-2515F PB18-G2015F
PB18-3030C
PB18-3030E -
PB18-4025B
2. Type of Base
Wrap-Around Frame, Rail or No Base
Note: Model PB18-3030E is not available with a Wrap-Around Frame.
3. Optional Mast Light for Wrap-Around Frame:
With or Without
4. Primer
Exhaust Primer or Manual Hand Primer
5. Instrument Panel
Series Panel Available
PB18 Direct Drive PSI Intake Gauge (Standard) With or Without
PB18-G Gear Drive PSI Intake Gauge (Standard) With of Without
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